AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Environmental Protection Agency

not required to be treated. For each proc-
ess wastewater stream that has a vinyl
chloride or total non-vinyl chloride or-
ganic HAP concentration less than the
limits specified in Tables 1 or 2 to this
subpart, you must use the measure-
ment specified in §63.11965(b)(1)(ii) to
demonstrate initial compliance.

§63.11975 What are my continuous
compliance requirements for proc-
ess wastewater?

(a) For each process wastewater
stream that must be treated to reduce
the concentration of vinyl chloride or
total non-vinyl chloride organic HAP
as specified in §63.11965(b) and (c), you
must demonstrate continuous compli-
ance as specified in paragraph (b) of
this section. For each process waste-
water stream for which you initially
determine in §63.11970(b) that treat-
ment is not required to reduce either
vinyl chloride or total non-vinyl chlo-
ride organic HAP concentration, you
must demonstrate continuous compli-
ance as specified in paragraph (c) of
this section.

(b) For each process wastewater
stream that must be treated according
to §63.11965(b), you must demonstrate
continuous compliance with the emis-
sion limits for vinyl chloride and total
non-vinyl chloride organic HAP speci-
fied in Table 1 or 2 to this subpart by
following the procedures specified in
paragraphs (b)(1) and (2) of this section.

(1) Following your demonstration of
initial compliance in §63.11970(a), make
monthly measurements of the vinyl
chloride and total non-vinyl chloride
organic HAP concentrations using the
procedures and methods specified in
§63.11965(b)(1) and (2).

(2) You must demonstrate continuous
compliance with the emission limits in
Table 1 or 2 to this subpart on a month-
ly basis, using the monthly concentra-
tion measurement specified in para-
graph (b)(1) of this section.

(¢c) For each wastewater stream for
which you initially determine in
§63.11970(b) that treatment is not re-
quired to reduce the vinyl chloride or
total non-vinyl chloride organic HAP
concentration, you must demonstrate
continuous compliance as specified in
paragraphs (¢)(1) and (2) of this section.

§63.11980

(1) Conduct annual performance
tests, measuring the vinyl chloride and
total non-vinyl chloride organic HAP
concentrations using the procedures
and methods specified in §63.11965(b)(1)
and (2).

(2) If any annual performance test
conducted as specified in paragraph
(c)(1) of this section results in a con-
centration of vinyl chloride or total
non-vinyl chloride organic HAP in the
process wastewater stream that is
greater than or equal to the emission
limits in Table 1 or 2 to this subpart,
then you must meet the requirements
of §63.11965(c) and you must dem-
onstrate initial and continuous compli-
ance as specified in §63.11970 and this
section.

§63.11980 What are the test methods
and calculation procedures for
process wastewater?

(a) Performance test methods and proce-
dures. You must determine the con-
centration of vinyl chloride and total
non-vinyl chloride organic HAP using
the test methods and procedures speci-
fied in paragraphs (a)(1) through (4) of
this section. Upon request, the owner
or operator shall make available to the
Administrator such records as may be
necessary to determine the conditions
of performance tests.

(1) You must conduct performance
tests during worst-case operating con-
ditions for the PVCPU when the proc-
ess wastewater treatment process is
operating as close as possible to max-
imum operating conditions. If the
wastewater treatment process will be
operating at several different sets of
operating conditions, you must supple-
ment the testing with additional test-
ing, modeling or engineering assess-
ments to demonstrate compliance with
the emission limits.

(2) For measuring total non-vinyl
chloride organic HAP, you must con-
duct sampling and analysis using the
methods specified in  paragraphs
(a)(2)(1) through (iv) of this section.

(i) SW-846-8260B (incorporated by ref-
erence, see §63.14) for analysis of vola-
tile organic compounds listed in Table
10 of this subpart.

(ii) SW-846-8270D (incorporated by
reference, see §63.14) for analysis of
semivolatile organic compounds.
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(iii) SW-846-8315A (incorporated by
reference, see §63.14) for analysis of
aldehyde compounds.

(iv) SW-846-8015C (incorporated by
reference, see §63.14) for analysis of al-
cohol compounds.

(3) For measuring vinyl chloride, you
must use Method 107 at 40 CFR part 61,
appendix B.

(4) When using the methods in para-
graphs (a)(2) and (3) of this section, you
must meet the requirements in para-
graphs (a)(4)(i) through (iii) of this sec-
tion.

(i) Sample collection may consist of
grab or composite samples.

40 CFR Ch. | (7-1-12 Edition)

(ii) Samples must be taken before the
process wastewater stream is exposed
to the atmosphere.

(iii) You must ensure that sample
collection, preservation, transport, and
analysis minimizes loss of HAP and
maintains sample integrity.

(b) Method for calculating total non-
vinyl chloride organic HAP concentra-
tion. For each process wastewater
stream analyzed using the methods
specified in paragraph (a) of this sec-
tion, calculate the sum of the meas-
ured concentrations of each HAP ana-
lyzed as required in §63.11965(f)(1) by
using Equation 1 to this section.

Crvven :ZC,- (Eq. 1)
i=1

Where:

Ctnven = Concentration of total non-vinyl
chloride organic HAP, in parts per mil-
lion by weight (ppmw).

C; = Concentration of individual HAP present
in the sample analyzed pursuant to
§63.11965(f)(1) excluding vinyl chloride, in
ppmw, where a value of zero should be
used for any HAP concentration that is
below the detection limit.

NOTIFICATIONS, REPORTS AND RECORDS

§63.11985 What notifications and re-
ports must I submit and when?

In addition to the notifications and
reports required in subpart A of this
part, as specified in Table 4 to this sub-
part, you must submit the additional
information and reports specified in
paragraphs (a) through (c) of this sec-
tion, as applicable.

(a) Notification of compliance status.
When submitting the notification of
compliance status required in §63.9(h),
you must also include the information
specified in paragraphs (a)(1) through
(9) of this section, as applicable.

(1) You must include an identifica-
tion of the storage vessels subject to
this subpart, including the capacity
and liquid stored for each vessel. You
must submit the information specified
in paragraph (a)(2) of this section for
each pressure vessel.

(2) You must include the information
specified in §63.1039(a) for equipment
leaks.

(3) You must include an identifica-
tion of the heat exchange systems that
are subject to the requirements of this
subpart.

(4) You must include the operating
limit for each monitoring parameter
identified for each control device used
to meet the emission limits in Table 1
or 2 to this subpart, as determined pur-
suant to §63.11935(d). This report must
include the information in
§63.11935(d)(2), as applicable.

(5) You must include the records
specified in paragraphs (a)(5)(i) through
(iii) of this section, as applicable, for
process vents.

(i) You must include the performance
test records specified in §63.11990(f)(1),
as applicable. These reports must in-
clude one complete test report for each
test method used for each process vent.
A complete test report must include a
brief process description, sampling site
description, description of sampling
and analysis procedures and any modi-
fications to standard procedures, qual-
ity assurance procedures, record of op-
erating conditions during the test,
record of preparation of standards,
record of calibrations, raw data sheets
for field sampling, raw data sheets for
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